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RIVERTON, NEW JERSEY 


: Ay ‘ideal combination a structure, Shee ‘color and glaze in 
these tiles. gives the architect an immediate - awareness o 
‘ceramics asa a brilliant potential i in architectural il design. 


Antique or TT Series 


The new Hoeganaes Antique series or TT, one of several 
types available from this company, is especially beauti- 
ful and, in common with all Hoeganaes tile, is durable 
and almost unbreakable. It is highly vitrified and double 
glazed. The hardness of the glaze itself permits using 
the tile in many areas where other tile is not acceptable. 


This tile can be used successfully for both walls and 
floors, outside exposed to severe weather conditions, or 
inside. Due to the extremely low water absorption fac- 
tor, one half of one percent, the tile can be used in 
locations subject even to freezing. 


The Antique series is manufactured with two different 
surfaces, one almost smooth with areas of body material 
appearing through a seemingly clear glaze, and the 
other with a rougher texture, both glazed. 


The Antique series is manufactured as a unit of two tiles 
back to back. They are easily split apart at the site for 
application. The nominal sizes are 4” x 8” for the #440 
series, and 2” x 10” for the #840 series. On custom 
orders they can also be manufactured in several other 
dimensions. 


The exact sizes of the tiles are as follows: #440 series— 
3%" x 7% x’; #840 series—2” x 9%”. x %”. 


Because of the irregular locking ribs on the back of the 
tile after splitting, it is recommended that the tile be set 
in a wet or dry mix concrete. This built-in key adds to 
the grip of the tile and makes it almost impossible to 
remove after mortar set. 


industrial scale. 


wall facing applications... .. 


Decorative wall panel—showroom, 
Hoeganaes Ceramic Co., Riverton, N. J. 


Detail—subway station 
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Marianne Store, Paramus, N. }. 
architect: Gerd Ruoff, A.1.A. 


Entrance foyer—private residence 


1st Ponce of ZA Building, Coral Gables, Fla. 


architect: James Deen. A.1.A. 


architect: James Ferguson, A.1.A. 


University Inn, Miami, Fla. 
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HOEGANAES CERAMIC COMPANY 


Antique or IT Series — continued 


Shown below are wall facings and bullnoses in the rough (R) texture. series) and finally S or R. 
The same shapes are available in the smooth (S) texture. The standard colors reproduced below are all in the rough texture 
When ordering, the tile size number is indicated first, followed by except for the tile at the right, shown in the smooth texture at 94” scale. 


the color number as shown to right, then the letters TT (Antique 


wall tiles 


No. 717 TT R 


size: 334 x 734 x & 


No. 772 TT R No. 759 TT R 


No. 5359 TT R No. 732 TT R 


No. 817 TT R 


No. 815 TT R 


No. 815 TT S 


No. 511 TT R No. 730 TT R 


Standard Series Wall Facings 


unglazed—wet pressed 


The mechanics of the wet press process of tile manu- 
facture, together with Hoeganaes special types of raw 
materials produce an extremely hard tile body. In 
this process, the surface body is sealed, making it 
impervious to moisture penetration and very resistant 
to impact and abuse. 


Similar to the Antique tiles, the Standard series, wet 
pressed tiles are extruded as a unit of two tiles, back 
to back, easily separated on the site for application. 


These tiles are available in three standard colors, yel- 
low , brown, matte finish,and brown metallic. 


Their use both for exterior and interior application 
is almost unlimited. 


standard colors 


No. 440 No. 440 No. 850 
Yellow Brown Brown 
Metallic 


unglazed— dry pressed 


The dry press process, using the same raw materials 
as noted for tiles manufactured by the wet press 
method, produces a tile body with a surface hardness 
between 9 (corundum) and 10 (diamond) on Mohs’ 
scale. The color range is broader than that of the wet 
pressed tiles, and includes all colors shown for dry 
pressed or quarry tile on page 12. 


note: Bullnoses and cove bases for 600, 640 and 700 are same 
as listed on page 12. 


key: Y = yellow, Br = brown, Br M = brown metallic, R = red, 
W = white, BI = black, G = grey, YR — yellow red 


coverage 


440 
number of pieces 3%” x 7H” 


per square foot 


number of pieces 
required to lay 
100 square feet 


‘A” joint 
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wall tiles 
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bullnoses (for both 440 and 850) 


cove bases 


jo 


“left and right in double 
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wall tiles 


SS, 
S. 


swine [alow 


Y, R, W, BI, 
Br, G, YR 


Ibs. per sq. yd. 


5% x 5% x 2 52 


Y, W, R, Br, 
BI,G, YR 


33, x 73, x V2 46 


3%, x 3%, x % 31 


840 
850 


mix tlOe 


BM x7 se 37h” x 37h” 


411 752 
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Standard Series Wall Facings—continued 


glazed -wet pressed 


All the tile in this series, including bullnoses and coves, 
are manufactured by an extrusion method as a unit of 
two tiles, back to back, easily separated on the site for 
application. Their quality exceeds all standards set by 
the various trade bureaus. 


There are three qualities, but quality as a classification 
refers only to the uses for which the tiles are suitable. 


Standard sizes are 3%” x 7%4”’ x %”’ and 2” x 10” x ¥”. 


Over two hundred colors are available on special order. 
However, the standard colors shown on this page are 
available for prompt delivery. 


The tiles in this series are normally finished in a smooth 
glaze. However, the 3%” x 7%” tiles are also available 
on special order in all colors with a sanded finish(s). 
Colors marked with an asterisk indicate tiles available 
in half size, 3%4’’ x 3%”, in a sanded finish. 


normal quality 


This tile is to be used only for interior applications in 
extremely cold climates but may be used for both ex- 
terior and interior application in southern climates. 


quality F 


This is a special tile for all exterior applications, regard- 
less of temperature. 


quality H 
This tile can be used for such applications as outdoor 


swimming pools in very cold climates and sharp freeze 
rooms in packing houses and processing plants. 


This tile should be laid in one half inch of wet base or 
dry mix mortar to allow room enough for the rough 
locking key on the back of the tile to grip, and to permit 
proper meeting of the finished floor. 


standard colors 


No. 968 No. 526 No. 685 No. 514 
Pastel Yellow 


Orient Blue Turquoise Rose Pink 


No. 658 No. 744 A No. 647 No. 516 
Sunny Yellow 


Cobalt Blue Hunter Green Coffee Brown 


Staircase—community house, Tonsberg, Norway 


No. 719 A No. 510 No. 725 
Black White* Slate Grey* 


No. 633 No. 511 No. 711 
Skyline Blue* Light Ivory Pastel Grey* 
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wall tiles bullnoses 


(shaded area indicate tile faces/glazed) 


(shaded area indicate tile faces/glazed) 


size/inches Ibs per sq. yd. 


B4x7hx hh 


all 
2x10x% colors 84 
key: S = sanded finish 
coverage 
840 
440 440 S 440 AS 850 
number of pieces 35%” x 7H” 3%” x 7” 3%” x 3%” x TO. 
sgh rr) ae Bae | 10.24 7.20 
Raion rm 669 
number of pieces iA” joint 450 Bae a ee a) 624 
required foley [2-2 430 584 
8 joint 430 
100 square feet A” joint 411 411 797 549 
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3-D Relief or #488 Series Wall Facings 


The Hoeganaes 3-D tiles were developed to stimu- 
late architects and designers in the creation of 
relief effects of unusual interest and beauty for 
otherwise plain walls. 


The character of 3-D tiles is so expressive that 
even a few pieces can often impart interest to a 
large, plain surface. They have the property of 
appearing to change form in a fascinating manner 
as the angle of light and the viewpoint of the 
observer vary. 


These tiles can be used on interior or exterior 
walls of almost any size or geographical location, 
providing the F quality, as described on page 6, is 
specified where they may be subject to extreme 
cold. 


The fourteen colors shown on page six for the 
standard series, glazed, wet pressed tile are avail- 
able in all relief patterns and may be specified 
glazed or unglazed. 


The face size is approximately 7%” x 3%’’, thick- 
ness is %’’ at edge and 1%+” at point of greatest 
projection. 
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3-D tile wall, Riverton, N.J. 


Bathroom—private residence, Miami, Florida 


Diplomat Inn, Hallandale, Fla. 

architect: Melvin Grossman, A.1.A. 

designer: Marilyn Motto 

Unglazed 3-D tile combined with unglazed #440 tile 


stock patterns— #488 series 


model 100 
in profile 
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model 200 
in profile 


co 


Atm Q 
e 
im > 


When specifying 3-D file, state the series, pattern, color number and whether glazed or unglazed,e.g. 488:100-510 (white) — glazed. 


488: 207 488: 210 


Fifth Avenue Plaza, St. Petersburg, Fla. 


488: 102 488: 103 
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488: 212 488: 213 488: 214 


488: 116 


488: 216 
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Pre-fabricated Building Panels 


interior/exterior 


In addition to its 200 year experience in producing 
ceramic tile, for over twenty years the Hoeganaes 
Ceramic Company has been using these tiles for pre-cast 
panels in a great variety of interior applications and for 
exterior curtain wall panels. 


The broad color range of Hoeganaes tile is a great ad- 
vantage to architects, giving them flexibility and variety 
in the design of architectural components. 


At the same time the architect will achieve a surface 
that is permanent, easy to keep clean, and that will 
withstand weather and abuse more successfully than 
many other materials available. The tile panels will have 
a perennial look of newness. 


Through the use of pre-cast panels, elements of the 
particular curtain wall can be mass-produced and con- 
struction accomplished in a relatively shorter time than 
with smaller units. 


The cover of this catalog shows the new Sydney, Aus- 
tralia, Opera House. It has more than 180,000 square 
feet of Hoeganaes tile covering the huge, shell-shaped 
roofs rising to a height of 130 feet. The shells are con- 
structed of pre-fabricated Y-shaped beams clad with 
thin, pre-cast panels, faced with Hoeganaes tiles. Al- 
though the size of the tiles used in this application is 
special, they are made with the same materials and 
glaze as in the regular Hoeganaes ceramic series. The 
design of the panels was worked out in close collabora- 
tion with the architect. 


This construction is representative of how the Hoe- 
ganaes Ceramic Company can develop a solution to 
problems of pre-cast tile panels. 


#440 standard glazed tile in pre-cast panels for a dormitory 


Ceramic tile in pre-cast panels adding color to an 
office building 


panel construction 


The detail of a pre-cast panel application shown on this 
page is one of many possible design variations for curtain 
wall use. In a case such as this the panels could be de- 
signed to have tile on both sides to provide an economical 
means of securing exterior and interior finish simultane- 
ously. 


Pre-cast tile-finished panels also have a wide application 
for flooring in certain types of structures such as subway 
stations, factories, etc. 


Any panel can be custom designed and cast to suit any 
set of conditions. The architect or builder can secure 
guidance for such applications of pre-cast Hoeganaes tile 
by contacting one of the offices or showrooms listed on 
the back cover or the Hoeganaes Ceramic Company office 
in Riverton, N. J. 
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Pres-cast panel interior space divider 


TRUTHS EH 
| PUREED RAAT TATE 
TOEROERUAREET HELE 
PAEEARUEESOALGTAUTEY 
TTT TT) Sees 
DORDUNUENAER ELA AEGT 
TTREELTH 
HOTEL 
TMH 


Part elevation showing location 
of claw inserts behind panels. 


finish optional 
cement topping 
concrete fill 
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steel claw inserts 


prefabricated 
panel unit 


finish optional 


| 
lightweight aggregate concrete 
insulation 
4” welded wire reinforcing 


HOEGANAES 
tile 


Vertical section thru prefabricated 
Hoeganaes tile wall panel application. 


HOEGANAES CERAMIC COMPANY 
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Standard Series Floor Tile 
unglazed -vitrified-dry pressed 


The standard series dry pressed tile, though identified as standard colors 


a non-skid tile, has a certain degree of friction. Under test 
this tile has shown a surface hardness between 9 (coron- 
dum) and 10 (diamond) on Mohs’ scale. This provides an 
extremely dense surface easy to clean because dirt does 


not penetrate due to the extremely low water absorption No. 600 R No. 600 Br No. 600 YR No. 600 Y 
factor.* 


No. 600 G No. 600 BI No. 600 W 


floor tiles bullnoses 


Y, R, Br 
81 : 
500 € 500 CC 
452 
600 C 600 CC 
46 
640 2C 640 C 640 CCH 
CCV. 
700 700 € 700 CC 
cove bases 


( 601 601 TH, TY : 601 UHV [ 602 ie TV CO. UV 


key: H = right, V = left, U = corner Example for ordering: (600 — black) in floor tile or (600 C — black) for bullnose as shown above. 


Sex 5vex Vib 


YER) Be 
G, YR, Bl 


5h x 5x 


Y, R, W, Br, 
B1, G, YR 


5k x 5h x ‘hp 


Y¥2 WR Br; 
B1, G, YR 


7% x 3%4 x ‘A 


3% x 34x % 


coverage 


700 
3% ” x 3% ” 
9.59 


number of pieces 
per square foot 


51h" x 51h" 
4.17 
'A" joint 


%" joint 369 369 369 


number of pieces 
required to lay 
100 square feet 


752 


*Wet pressed tiles nos. 440 and 450 as shown on page 14 also used frequently for residential, office and school buildings. 


non-skid dry and wet pressed 
glazed and unglazed—vitrified 


The non-skid floor tiles on this page are of two types: dry 
pressed and wet pressed. 


The dry pressed tiles have three different textures which 
provide added friction so that possibility of slipping is 
almost removed. These textures are: 1—waffle, 2—pebble, 
3—silicon carbide impregnated throughout the entire body 
of the tile. Regardless how much wear the tile receives 


wet pressed 
glazed colors 


No. 725 
No. 440 AS 


No. 711 
No. 440 S-510 


S series available in all colors shown on page 6. 
AS series available in four colors shown above. 


floor tiles 


size/inches 


34x 7%x % 


Ibs per sq. yd. 


34x 7% xh 


coverage 


number of pieces 
per square foot 


number of pieces 
required to lay 
100 square feet 


it will always maintain its non-skid effect and permanent 
beauty. 


The wet pressed tiles are finished in the normal quality 
glaze which has had a layer of sand applied during the 
glazing process. This tile has been used particularly in 
many convalescent homes to eliminate the possibility of 
skidding or slipping, and has proved very effective. 


dry pressed 
unglazed colors/textures 


yy tay 
{ ey 24 
ES 
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No. 600 W-w No. 600 P-bl No. 600 FK-w 


No. 600 W-bI 


No. 600 P-w No. 600 FK-y 


Sizes of floor tile are the same as shown on page 12. 

Waffle texture is available in *600 series only. 

Pebble texture is available in #600 series only. 

FK or silicon carbide texture is available in *#s 200, 500, 600 and 700 
series. 

The three textures are available in all colors shown for standard sizes, 
page 12. 

FK is not availabie in black. 

Bullnoses shown on page 12 are available in the above textures. Coves 
are without texture, colors as shown on top of page 12. 


key: W = waffle, P = pebble, FK = silicon carbide 
w = white, bl — black, r— red, y = yellow 


Example for ordering: (600 FK — black) floor tile or (600 FKC — black) in 
bullnose. 


443 S 


600 
5h” x 5h” 
4.17 
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Institutional and Industrial Floor Tile 
unglazed -vitrified-wet pressed 


This series of tile provide all types of industrial users with a very durable 
flooring that resists heavy wear, sudden impact and other abuses. They 
resist chemical cleaning agents, stains and dirt because of the hard, dense 
surface. 


Hoeganaes has developed special grouting mortars for locations that 
must combat stain from acids or mold. When the proper mortar is used 
in conjunction with Hoeganaes industrial floor tile the resulting floor is 
acid and mold proof. Contact our Riverton office for information and 
assistance on such special problems. 


Yellow and brown are standard colors. An additional color available in 
this series is brown metallic. This tile is irridescent. It is durable for 


industrial use and truly elegant for residential, commercial or institutional No. 440 No. 440 No. 450 
application Yellow Brown Brown 

, Metallic 
floor tiles , : bullnoses 


5% x 5x 1/6 


Y, Br, Br M 


430 
74 x 3%4x 
440* 
¥% Wee any: Br, Br M, 
8% x 44 x we dark YM : a 
450* _ | 452 TLN 
8% x 4/4 x 1%s Y, Br, Br M 
460 : oe 
cove bases 


ce 


*Nos. 440 and 450 both used in co series a tile on page 12. 


coverage 


at 
Ree cee ae 
194 [ear 400 > a 77 
See SAE Eka ed 
iW" fotnt al 03 Smee | 69 | E30 


A” joint 


460 
4” x 834” 
4.17 


number of pieces 
per square foot 


number of pieces 
required to lay 
100 square feet 
351 


swimming pools 


In addition to their regular uses, Hoeganaes wall and 
floor tiles are widely used in swimming pools, both 
inside and outdoors. Complementing the production 
of regular tiles, special tile shapes for large and small 
pools are available. These include special distance 
and depth markers as well as those shown in the 
section at right.* 


*Hoeganaes dry pressed tile presently being specified and 
used in many hotel and motel swimming areas. 


colors/textures 
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No. 600 P-bl No. 600 FK-w 


No. 600 W-bl No. 600 P-w No. 600 FK-y 
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architectural specifications 


A—All tile shall be Hoeganaes tile or equal and shall 
comply with U. S. Department of Commerce Simpli- 
fied Practice Recommendation R-61-61 and Federal 
Specification SS-T-308b. Under all circumstances the 
hardness, physical properties and dimensions found 
in Hoeganaes tiles must be adhered to. 


B—All wet pressed wall tiles must be installed on a 
conventional mortar bed due to the locking key ac- 
quired when the double tiles as delivered are split on 
the job. Building up prior to bed shall be on the con- 
ventional scratch coat. 


Dry pressed wall tile having a smooth back may be in- 
stalled on a mortar bed, in mastic or epoxy adhesive. 


C—Floor tiles of the wet pressed thin type shall be 
laid in a standard mortar or dry mix bed. Dry pressed 
tiles with a smooth back may be laid in a mastic or 
epoxy adhesive. The thick dry pressed tile should be 
installed in a mortar dry mix bed for maximum ac- 
ceptance of heavy load condition. 


Swimming pool, Hoeganaes tile 


Ps (” 


4651:AM 


D—Wainscoat should be installed before final plaster 
coat. 


E — After the grouting is cured on both floor and wall 
the tile should be washed with a 5% solution of acid 
followed by clear water and drying. 


F — The quarry tile and wall tile, both of the glazed 
and unglazed types, are set dry and do not require 
soaking prior to setting. 


general information 


Master Grade Certificate from the manufacturer can 
be supplied upon request. 


All floor tiles are static proof and non-conductors of 
electricity. 


All tiles have been sized so that an easy-to-use mod- 
ule design can be effected by the architect. The most 
commonly used of the Hoeganaes tiles will fall into 
a 4”, 6” or 8” module including grouting so that a 
savings will result both in design lay out time and 
in actual laying of the tile. 


HOEGANAES CERAMIC COMPANY 
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Interior—new showroom of Hoeganaes Ceramic Company, Riverton, N. J. 


HOEGANAES invitation.... 


The attractive selection of tile and the beautiful new showroom 


shown above are available at all times for architects and con- 


tractors to use in demonstrating to their various accounts decora- 


tive uses of ceramics. 


showrooms 


Hoeganaes Ceramic Company 
(home office) 

Taylors Lane 

Riverton, New Jersey 
Telephone: 609-829-2220 


International Design Center 
Miami, Florida 
Telephone: 305-759-4471 


Architectural Materials Center 
101 Park Avenue 

New York, New York 
Telephone: 212-MU3-1400 


Creaghan & Archibald, Ltd. 
1440 St. Catherine Street W. 
Montreal 25, Quebec, Canada 
Telephone: 514-866-9571 


warehouses 

Riverton, New Jersey 
Miami, Florida 

Montreal, Quebec, Canada 


representatives 


Creaghan & Archibald, Ltd. 
1440 St. Catherine Street W. 
Montreal 25, Quebec, Canada 
Telephone: 514-866-9571 


Camden Lime Company 
1433 Pine Street 

Camden, New Jersey 
Telephone: 609-WO3-6400 


Pre-Cast Concrete, Ltd. 

2065 Boulevard Charest 
Quebec 10, Quebec, Canada 
Telephone: 418-681-7895 


International Craftsmen 
Box 313 

Miami (Uleta) 64, Florida 
Telephone: 305-WI7-4710 


Integrity Tile Company 
1475 South 8th Street 
Camden, New Jersey 
Telephone: 609—EM5-8880 


Latco Products 

3371 Glendale Boulevard 
Los Angeles 39, California 
Telephone: 213—NO4-1171 


Tile Sales Company, Inc. 
218 Bright Street 

Jersey City 2, New Jersey 
Telephone: 201—HE5-2318 


HOEGANAES CERAMIC COMPANY 


TAYLORS LANE, RIVERTON, NEW JERSEY 08077 
Telephone: 609-829-2220 
TWX: 609-829-1793 


Cable: Hoeganaes, Riverton, N. J. 


Printed in U.S.A. 


